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W Other Features
eAdjustable presser foot pressure
eOption to deactivate upper knife

foot is upper position or the cover is open.
eThread trimming blade

e\Waste collector
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Inner Curve Sewing

The distance between the knife and the needle
is 9.95 mm, that is the industry's smallest level
of the knife-to-needle distance.

With the supplied curve foot, you can handle
the curved portions of the material smoothly
and produce beautifully finished seams.

Curve Foot

eSafety feature preventing operation when the presser

Since the standard presser foot has a hole for
attaching a tape, the serger is able to sew the
material while inserting the stay tape.
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Shirring stitch(above)

-

Stretching stitch(below)
Stitch length can be adjusted externally with ease even
during sewing by means of the stitch length adjustment
dial. Elastic materials can be finished beautifully by
adjusting the differential feed adjustment dial. Differential
feed can be adjusted even during sewing.

Specifications designed with full consideration for you.

Wide Throat Area

68mm

The height of the throat is 68mm. Due to this
height, the usability of the work space
improved infinitely.

Magnet Needle Tray

This tray is useful as a place to temporarily put
a needle when changing over the sewing
method from the 2-needle sewing to 1-needle
sewing, or when changing the needle.

Bright Workspace
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The workspace is brightly illuminated with
LED lights mounted at two locations. The
long-life and energy-efficient LED lights will
not heat up even when used continuously for a
long period of time.

2-/3-Thread Conversion

-

It is possible to change over the stitch type to
2-thread sewing by pushing the 2-/3-thread
changeover attachment to the left.

Light Control Function
NEW

In addition to brightness, color temperature of the LED lights can
also be adjusted between daylight color and soft white color.

The LED light adjustment functions can also eliminate viewing
difficulties caused by the combination of certain fabric and thread
colors.

Waste Collector Storage of Accessories

Provided as a standard accessory, Accessories such as tweezers
the waste collector catches and a screwdriver can be stored
cut-off fabric and is useful for inside the looper cover.
keeping the area tidy.

is overlocker can be operated by hand or foot.

3-Lifting Lever

The presser foot can be moved up and down
without using your hands. The presser foot
can be lifted to 6 mm at the maximum to
ensure easy placement and removal of the
material.

2% The maximum height of the presser foot
with the hand lifter is 8 mm.

Foot controller with separate foot switch functions

Easy to Change the Settings

The settings of the maximum sewing
speed, automatic chain-off thread cutting
length, color temperature of the LED
lights, and the operation of the overlocker
when operated with the foot switch can be
changed with ease by means of the LCD
screen and operation buttons.

The foot pedal controls speed adjustment, while the foot switch controls
half-stitch, ultra-low speed stitch or chain-off thread cutting. The foot pedal and
foot switch are independently adjacent to each other, so thread cutting can be

continued after sewing is finished.



